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Applications and Safety

Read this section completely before selecting your
Jackson welding helmet. Welding helmets do not
provide unlimited face and eye protection.

Welding helmets provide protection against
injurious rays, sparks and spatter from welding and
cutting, and weld slag removal. Proper shade of
impact resistant filter lens and safety plate must
always be used.  The proper shade of filter lens may

helmet.
Pitted or scratched face plates reduce vision and

seriously reduce impact protection— replace immedi-
ately.  Inspect frequently and immediately replace worn
or damaged parts.  Clean only with mild soap and luke-
warm water. Do not use solvents.

For further information, see American National
Standards Institute Standard Z87.1 available from
American National Standards Institute, 1430
Broadway, New York, NY 10018.

be selected from the table shown on Jackson Notice
No. JP 930 packed with each helmet.

Welding helmets, including face plates, are not
unbreakable. They will not protect against severe
impact hazards such as, but not limited to, fragment-
ing grinding wheels, or abrasive discs, explosive
devices, corrosive liquids, or molten metal. Machine
guards, eye conforming splash protection, or other
suitable means must be used where these hazards
exist. Impact resistant eye protection (safety spectacles
or goggles) must be worn at all times when using this

Welding Helmets

1-1/5” x 3-3/4” Window X X
1-1/2” x 3-3/8” Window X X X X X
2-1/2” x 3-3/8” Window X X X X
Auto-Off Feature X X X X X X X X X X X
On/Off Switch w/Auto-Off X X X X X X X X X
Autosense X X X X X X X X X X X
Sensitivity Adjustment X X X X X X X X X
Single Sensor X X
Independent Redundant Sensors X X X X X X X X X
Uses 2 “AAA” Batteries X X X X X X X X X X X
Solar Battery Life Extender X X X X X X X
Low Voltage Indicator Lamp X X X X X X X X X
Fixed Shades 9,10,11,12 X X X X
Infinitely variable from 8.5 to 12.5 X X X X X X X
Dark to clear delay adjust X X X X X X
HTLS Light State X X X X X X X
Fits HSL-100 Series Hood X X X X X X X X X
Fits HSL-1 Series Hood X X
1/25,000 Second Switch Speed X X X X X X X X X X X
Grind, Welt, Cut X X
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EQC Features
• Made in the USA
• 1/25,000 second switching speed
• IR/UV protection at all times
• Two year limited warranty
• Dedicated 1-800 phone line
• Mag-plate adaptable
• Upgrade program
• There is a unit to meet every welder’s needs
• Meets all current standards: ANSI, CSA, CE & DIN

Newest in EQC 3N1 Benefits
• Larger Viewing Area - 2.5” x 3.375” window
• 3 modes of Operation: Grind, Weld, Cut
• Filter always protects to a Shade 14, regardless of mode
• Easy-to-reach buttons allow hood to remain in

down position at all times - even when changing modes
• Oxyfuel Gas (i.e. Oxyacetylene, Propane, Propylene, Natural Gas, MPS, etc.)
• Available in both executive and master size windows

EQC Journeyman
HPL1 and HSL1 Shell
• 1-1/5” x 3-3/4" viewing area
• Sensitivity adjustment
• Fixed or variable shade
• Available with HTLS*
• Uses 2 “AAA” alkaline batteries

EQC Professional
HPL100 and HSL100 Shell
• 1-1/2" x 3-3/8" viewing area
• On/off switch with auto off
• Sensitivity adjustment
• Fixed or variable shade

EQC Master
HPL100 and HSL100 Shell
• 1-1/2" x 3-3/8" viewing area
• On/off switch with auto off
• Sensitivity adjustment
• Available with HTLS*
• Solar battery life extender

EQC Executive
HPL100 and HSL100 Shell
• 2-1/2" x 3-3/8" viewing area
• On switch with auto of
• Available with HTLS*

EQC 3N1
HPL100 and HSL100 Shell
• Available in Master and

Executive size windows
• Grinds, welds and cuts
• Filter always protects to

Shade 14

EQC Professional

NEW!

* High Transmission Light State (HTLS) features greater visual
acuity in any light. The clearest available in the world today at less
than Shade 3 in light state. (For low ambiant light)
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Shadow Helmets
Meets ANSI Z87.1
The best-selling welding helmet in the industry. The narrow shell design is
perfect for work in tight spaces and the Shadow helmet’s extended front
increases throat protection against sparks, slag and fumes. Plus the Shadow
helmet can stand up to radiant heat of 350˚ F, a minimum 50% improvement
over most other thermoplastic shells. All Shadow helmets come complete with
cover plate and shade 10 filter plate. Meets ANSI Z87.1, CSA Z94.3 standards.
The Shadow helmet is available in 4 color: black, silver, red and blue.

Part No. HSL-100

Welding Helmets

Standard Extras at No Charge
The Jackson 270 Headgear... a new design in headgear. Softer, more comfortable
strap material. Perforations on headband and terry cloth sweatband enhance
breathability. Ergonomically designed, streamlined ratchet for easy adjustments and
increased shell clearance. Six crown adjustments and perpendicular to pivot
assembly for added balance.

Jackson welding helmets can be ordered for attachment to protective caps by
specifying various adapting devices in place of the headgear.
(270-S) Headgear  Part No. 0745-0073
(170)  Headgear  Part No. 0743-0010

Mag Lens Holder
Large window mag lens holders 98-3 and 98-2. The 98-3 Mag Holder
will work with all HSL-100 window styles old and new (with filter plate
& glass spring retainer) and will allow mag lens to be used at the
bottom of the window.

0745-0029 HSL-100 Helmets
0745-0040 Executive EQC’s

NEW!

HSL-100
4-1/2” x 5-1/4” Vertical Mount
Part No. 0744-0504

HSL-1
2” x 4-1/2” Fixed Front
Part No. 0744-0512

HSL-2
2” x 4-1/4” Lift Front
Part No. 0744-0516

Prizm Welding Helmet
• Most comfortable headgear available
• Simplified pivot assembly
• Revolutionary shell design
• Cartridge versatility
• Fully dielectric
See Selection Chart!

See Selection Chart!

4-1/2” x 5-1/4” Fixed Front Window
0745-0061 HPL-100F Black
0745-0062 HPL-100F Blue
0745-0063 HPL-100F Gold
0745-0064 HPL-100F Red
2” x 4-1/4” Fixed Front Window
0745-0053 HPL-1F Black
0745-0054 HPL-1F Blue
0745-0055 HPL-1F Gold
0745-0056 HPL-1F Red
2” x 4-1/4” Flip Front Window
0745-0057 HPL-2F Black
0745-0058 HPL-2F Blue
0745-0059 HPL-2F Gold
0745-0060 HPL-2F Red

Part No. Description Lens Pack

Simplified pivot assembly
• Only three pivot parts per side
• Standard pivot stops on both sides and

larger knobs for easier adjustments
• Friction-only design eliminates backing off Revolutionary Shell Design

• Moded form Flexlite™ a revolutionary
material specially formulated for
Jackson Products

• More coverage...less weight-only 8.3 oz.
• “Scoop” design deflects fumes/smoke,

prevents “stacking”
• 45° angles reduce slag build-up
• Hard hat adaptable
• Imprint capability

Cartridge Versatility
• 4-1/2” x 5-1/4” fixed front
• Standard shade 10 filter plated

installed at factory
• EQC and mag lens adaptable
• Added strength to impact point
• Replaceable lens pack offers double

insulation at key stress areas for longer
helmet life

• Cover plate never touches when laid down
• Lens pack available in four color:

black, red, blue, gold
• Imprint capability

Most Comfortable Headgear Available
• Softer, more comfortable strap material
• Perforations on front of headband and terry

cloth sweatband for enhanced breathability
• Ergonomically designed, streamlined

ratchet for easy adjustments and increased
shell clearance

• Crown perpendicular to pivot assembly for
added balance

• Six crown adjustments with improved
keeper
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Welding Helmets

Model Part No.  Model Part No.  Model Part No.  Model Part No.
Shadow Series
Large Lens Black HSL100 0744-0504 HSL100-187S 0774-0508 HSL-100-386 0744-0352

Blue HSL100B 0744-0505
Red HSL100R 0744-0506
Silver HSL100S 0744-0507

Fixed Front Black HSL1 0744-0512 HSL1-187S 0744-0522
Blue HSL1B 0744-0513
Red HSL1R 0744-0514
Silver HSL1S 0744-0515

Lift Front Black HSL2 0744-0516 HSL2-187S 0744-0523 HSL2-86M 0744-0139 HSL2-386 0744-0351
Blue HSL2B 0744-0517
Red HSL2R 0744-0518
Silver HSL2S 0744-0519

Prizm Series
Large Lens Black HPL100 0744-0558

Blue HPL100B 0744-0559
Red HPL100R 0744-0561
Gold HPL100G 0744-0560

Fixed Front Black HPL1 0744-0550
Blue HPL1B 0744-0551
Red HPL1R 0744-0553
Gold HPL1G 0744-0552

Lift Front Black HPL2 0744-0554
Blue HPL2B 0744-0555
Red HPL2R 0744-0557
Gold HPL2G 0744-0556

w/Headgear w/Cap Blades w/Quick-Detach w/Cap Mount Adapter

Shadow & Prism
Welding Helmet Selector Chart For Mounting to Caps

Variable Variable HTLS  Shade 9 Shade 10 Shade 11 Shade 12
Shadow Series
Journeyman 0744-0764 0744-0765 0744-0766 0744-0767 0744-0768
Professional 0744-0665 0744-0760 0744-0761 0744-0762 0744-0763
Master 0744-0660 0744-0756 0744-0757 0744-0758 0744-0759
Executive 0744-0751 0744-0750 0744-0752 0744-0753 0744-0754 0744-0755
3N1 Master 0744-0747
3N1 Executive 0744-0746

Prizm Series
Journeyman 0744-0581 0744-0577 0744-0578 0744-0579 0744-0580
Professional 0744-0586 0744-0582 0744-0583 0744-0584 0744-0585
Master 0744-0591 0744-0587 0744-0588 0744-0589 0744-0590
Executive 0744-0596 0744-0597 0744-0592 0744-0593 0744-0594 0744-0595
3N1 Master 0744-0598
3N1 Executive 0744-0576

Cartridges Only
Journeyman 0752-0214 0752-0215 0752-0216 0752-0217 0752-0218
Professional 0752-0142 0752-0210 0752-0211 0752-0212 0752-0213
Master 0752-0141 0752-0206 0752-0207 0752-0208 0752-0209
Executive 0752-0201 0752-0200 0752-0202 0752-0203 0752-0204 0752-0205
3N1 Master 0752-0225
3N1 Executive 0752-0227

EQC Welding Helmet Selector Chart Fixed Front EQC Selector Chart
Low-amp tig welding?
Select and EQC filter with
Sensitivity Adjustment.
Different applications?
Select and EQC filter with
Variable Shade Adjustment.
Pulse tig welding? Select
an EQC filter with Delay
Adjustment.

*High Transmission Light State
(HTLS) features greater visual
acuity in any light.
The clearest available in the
world today at less than Shade
3 in light state.
(For low ambient light.)

Replacement
cartridges available
for all EQC helmets

NEW!
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Welding Helmets

Radiarc Large Lens
Lift Front Helmet
Meets ANSI Z87.1

HXL-200
A revolutionary large lens lift front design that won’t
fall down on the job. Radiarc’s Isotrac lift system
positions the lens on top of the shell, instead of in
front of your face, to eliminate accidental drop-down
and reduce neck and head fatigue.

Narrow Shell Fiberglass Helmets
A compact design especially useful for welding in close
quarters. Includes 2” x 4-1/4” plate holders.

Straight Shell Fiberglass Helmets
These helmets provide more protection to the throat
area, as well as better ventilation. Includes 2” x 4-1/4”
plate holders.

H4-A (Lift Front)
Part No. 0744-0009
H3-AP (Nylon Fixed Front)
Part No. 0744-0007

H9-A (Lift Front)
Part No. 0744-0012

Part No. 0744-0500

Mighty-Lite Thermoplastic Helmets
Meets ANSI Z87.1
Mighty-Lite helmets are extremely lightweight and flexible. They are made of durable injection-molded thermoplastic resins and
have molded-in plate holders. Three plate holder styles are available. All snap in and out without tools for easy replacement. Shell
colors may be black, red, blue, green or silver. Mighty-Lites are not recommended for overhead welding. Please refer to helmet
selector chart for ordering information.

HML-100A
Fixed Front
4-1/2” x 5-1/4” Window
Part No. 0744-0022

HML-1A
Fixed Front
2” x 4-1/4” Window
Part No. 0744-0020

HML-2A
LIft Front
2” x 4-1/4” Window
Part No. 0744-0021
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Curved Shell
Curved shells provide excellent interior clearance and come in a variety of styles.

(HM-1A) Integral Front
Part No. 0744-0005
2" x 4-1/4"
A lightweight helmet with shell and plate holder
molded in a single piece. Inclined top surface of the
plate holder helps resist weld spatter.

(HR-2A) Respirator, Lift Front
Part No. 0744-0069
2" x 4-1/4"
A respirator adapted helmet that allows for greater
worker convenience, with a bubble front that makes
room for mask-type respirators. (Note: welding fumes
are not reduced unless accompanied by the proper
respirator). Includes plastic lift-front plate holder.

(H1-AP) Nylon Fixed Front
Part No. 0744-0002
2" x 4-1/4"
An outer frame of heat-and-shock-resistant nylon,
with no exposed metal through the shell. Includes
room for a magnifier plate.

(H1-A) Metal Fixed Front
Part No. 0744-0003
2" x 4 -1/4"
A lightweight helmet with shell and
plate holder molded in a single piece.
Inclined top surface of the plate holder
helps resist weld spatter. Any
combination of plates can be carried.

(H2-A) Lift Front
Part No. 0744-0004
2" x 4-1/4"
Allows welder to inspect work without raising entire
helmet. Made of heat-resistant, glass fiber-reinforced
plastic. Welding plate secured in a hinged door
activated by coil springs. Furnished with a clear
polycarbonate inner safety plate for protection when
front is raised.

Fiberglass Helmets
Meets ANSI Z87.1.5.1
Jackson manufactures a variety of SMC fiberglass helmets to fit almost every application. All are heavy-duty, moisture-resistant helmets
shaped to resist weld spatter. Three basic helmet shapes are available, as well as a choice of plate holders.

(HM1-PW) Pipe Line Style
Part No. 0744-0081
2" x 4-1/4"
Pipe line version of the integral shell design.
Includes a modified Adjust-O-Lok headgear with an
elastic neoprene insert in place of the adjustment
knob. Shell exterior has a white coating.

(H-100A) Large Window
Part No. 0744-0001
4-1/2" x 5-1/4"
Although it weighs no more than comparable small-
plate helmets, the Big-J (H-100A) provides welders
with 19 square inches of viewing window. The plate
holder is molded into the shell, and a folded neoprene
gasket seals both cover and filter plate to prevent entry
of light rays. Maximum clearance for nose, chin and
largest prescription glasses or goggles.

Please refer to helmet selector
chart for ordering information
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Hand Shields and Attachment Devices

Handshields
Fiberglass handshields are available in two curved
shell models. Handles are made of injection-
molded plastic.

HM-5 Integral Front
Part No. 0744-0037

H-500 Large Lens
Part No. 0744-0016

Helmet/Cap Attachment Devices
Caps meet ANSI Z89.1
Helmets meet ANSI Z87.1

Most welding helmet can be ordered for attachment to any Jackson
protective cap. There are a number of options available.

86-M Quick Detach Pins
Part No. 0743-9998

86 Quick Detach Pins
Part No. 0743-0007

386 Capmount Adapter
Part No. 0745-0027

187-S Safety Cap Mount (for Shadow)
Part No. 0745-0001

187-P Safety Cap Mount (for Prizm)
Part No. 0745-0051

87 Mounting Blades
Part No. 0741-0061

187-K Safety Cap Mount
Part No. 0745-0025
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Model Part No.  Model Part No.  Model Part No.  Model Part No.

Radiarc Helmet
Narrow Shell Black HXL-200 0744-0500
Large Lens
Lift Front

Mighty Lite Helmets
Curved Shell
Large Lens Black HML-100A 0744-0022

Red HML-100AR 0744-0030
Blue HML-100AB 0744-0086
Green HML-100AG 0744-0046
Silver HML-100AS 0744-0126

Fixed Front Black HML-1A 0744-0020 HML1-187 0744-0119
Red HML-1AR 0744-0029
Blue HML-1AB 0744-0085
Silver HML-1AS 0744-0125

Lift Front Black HML-2A 0744-0021 HML2-187 0744-0121 HML2-86 0744-0024 HML2-386 0744-0027
HML2-86M 0744-0140

Red HML-2AR 0744-0039
Blue HML-2AB 0744-0087
Silver HML-2AS 0744-0127

Fiberglass Helmets
Curved Shell
Large Lens H-100-A 0744-0001 H-100-86 0744-0101

Nylon Fixed Front H1-AP 0744-0002 H1P-86 0744-0102

Metal Fixed Front H1-A 0744-0003

Lift Front H2-A 0744-0004 H2-86 0744-0104 H2-386 0744-0304
H2-86M 0744-0143

Integral Front HM-1A 0744-0005
Pipe Line Style HM1-PW 0744-0081

Respirator-Adapted Shell
Lift Front HR-2A 0744-0069 HR2-386 0744-0369

Narrow Shell
Nylon Fixed Front H3-AP 0744-0007
Lift Front H4-A 0744-0009 H4-386 0744-0309

Metal Fixed Front
Lift Front H9-A 0744-0012 H9-187 0744-0194 H9-86 0744-0112 H9-386 0744-0312

Hand Shields
Curved Fiberglass
Large Lens H-500 0744-0016
Integral Front HM-5 0744-0037

w/Headgear w/Cap Blades w/Quick-Detach w/Cap Mount Adapter

Welding Helmet Selector Chart For Mounting to Caps

Welding Helmet Selection Chart
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Safety Caps

Applications and Safety

Read this section completely before selecting your Jackson protective caps.
Protective caps do not provide unlimited head protection.

Jackson offers a complete line of head protection—from safety caps and hats
to bump caps in a wide selection of colors, slotted and non-slotted designs and
suspension options. Slotted caps allow flexibility in attachments such as
faceshields, welding helmets equipped with mounting blades* and hearing
protectors. Chin straps are available for all models. All safety hats and caps
comply with ANSI Z89.1 standards.
*Bump cap not included.

Safety Cap Imprinting Program

Jackson Products offers our customers the option to imprint their company
name and/or logo on safety caps using the pad printing method. This permanent,
low-cost printing process provides an attractive method for personalizing safety
caps. Imprints can be positioned on the front, back and/or either side of the cap.

Finished camera-ready artwork (including color separations for multi-
colors) should be provided. If Jackson must work from printed material or make
alterations in design or wording, additional art changes will apply. The quality of
the finished imprint is dependent on the quality of artwork provided. Contact
Customer Service for further details. Allow for 10% over-run. Dies   remain
property of Jackson.

Custom colors available for additional charge and a minimum quantity of
144. Imprinting services available with minimum quantity of 72.
Imprint Area: Full Brim - 3” W x 1-1/2” H or 1-1/2” Diameter.
All others - 3” W x 2-3/4” H or 2-3/4” Diameter.

WARNING: Jackson products are tested to meet the standards of the American
National Standards Institute* (ANSI) and other applicable standards. All
warning statements, operating instructions and industry standards should be
complied with at all times. Please read any and all warning statements attached
to or associated with any Jackson product prior to use. Failure to use only
Jackson designed, produced and tested components, attachments and
replacement parts can adversely affect product performance resulting in
serious injury. Installing generic parts or components voids all standards.

Selector Chart-Dielectric Plastic Caps and Hats
Meets ANSI Z89.1 Class A, B and C. Also Federal Specifications GGG-H-177B

391 199

0740- 0740-

0411 0151

0412 0152

0414 0154

0415 0155

0416 0156

0417 0157

- 0158

- -

Fiberglass
Slotted Cap

SC-16
 w/suspension no.

Bump Caps
BC-100

 w/suspension no.

491 391 291 491 391 391 491 391

0740- 0740- 0740- 0740- 0740- 0740- 0740- 0740- 0740-

Yellow 0241 0441 9861 0051 0351 0030 0081 0041 0301

White 0242 0442 9550 0052 0352 0031 0082 0042 0302

Green 0244 0444 9854 0054 0354 - 0084 - -

Blue 0245 0445 9851 0055 0355 0033 0085 0045 0305

Orange 0246 0446 8380 0056 0356 0032 0086 0046 0306

Red 0247 0447 - 0057 0357 0034 0087 0047 0307

Gray 0248 0448 - 0058 0358 - 0088 - -

White Visitor - - - - 8203 - - - -

Non-Slotted
Slotted Cap Non-Slotted Cap SC-1 Stubby Slotted Cap Non-Slotted Hat

SC-6 SC-3 non-replaceable SB-6 SH-3
Shell Color w/suspension no. w/suspension no. suspension w/suspension no. w/suspension no.

SC 3
Type 1, Class E
Non-slotted design. Constructed of durable but
lightweight dielectric plastic with impact absorbing
design. Excellent for general overhead protection. A
soft, foam forehead cushion included and deep nape
strap promotes a firm, comfortable fit.
• Available with standard or ratchet suspension
• Available in yellow, white, green, blue, orange,

red, gray; black in ratchet only
• Packed 12/carton

SC 6
Type 1, Class E
Slotted design. Constructed of durable but
lightweight dielectric plastic with impact absorbing
design.  A soft, foam forehead cushion included and
deep nape strap promotes a firm, confortable fit.
• Available with standard or ratchet suspension
• Available in yellow, white, green, blue, orange,

red, gray, black; brown and safety orange in
ratchet only

• Packed 12/carton

Safety Caps
Type 1, Class E
Jackson offers a complete line of head
protection— from safety caps and hats to bump
caps in a wide selection of colors, slotted and
non-slotted design and suspension options. The
slotted caps allow flexibility in attachments such
as faceshields, welding helmets and hearing
protectors, equipped with mounting blades
(except for the bump caps). Chin straps are
available for all models. All safety hats and caps
comply with ANSI Z89.1 standards



Page 234

Jackson
Vendor Code: JAC

Safety Caps

SC 1
Type 1, Class E
Non-slotted design. Injection molded
thermoplastic dielectric safety cap with impact
absorbing design and economy suspension.
• Suspension adjusts to 7 head sizes and

molded to contour the head and nape.
Replaceable foam bar offers added comfort.

• Available in yellow, white, blue, orange, red
• Packed 18/carton

SB 6
Type 1, Class E
Slotted design. Short billed dielectric plastic with
impact absorbing design. A soft, foam forehead
cushion included and deep nape strap promotes a
firm comfortable fit. Can be worn in bill forward
position with a welding helmet while meeting ANSI
standards.
• Ratchet suspension
• Available in yellow, white, green, blue, orange,

red, gray
• Packed 12/carton

BC 100
Bump cap protects workers from hazards that can
inflict painful bumps and lacerations (Do not use to
protect against falling objects) No standards for
bump caps. Not ANSI approved
• 199 Bump Cap Suspension
• Available in yellow, white, blue, green, orange,

red, gray
• Packed 12/carton

SC 16
Type 1, Class E
Slotted design. Constructed of fiberglass material
with impact absorbing design. Soft, foam forehead
cushion included and deep nape strap promotes a
firm, comfortable fit. Typically used for high heat
applications.
• Available with ratchet suspension
• Available in yellow, white, green, blue, orange, red
• Packed 12/carton

HeadTurners
SC-3 American Flag 391 - 0740-5901
SC-3 Screaming Eagle 391 - 0740-5902
SC-3 Jag 391 - 0740-5903
SC-3 NightVision 391 - 0740-5904

HeadTurners Variety Pack - 0740-5905

• Fully dielectric, SC-3 non-slotted safety cap
• Designs withstand temperature variances, humidity

and exposure to UV light for long-lasting wear
• Nightvision™ design is fully reflective from all angles

for added protection in low-light environments—
ideal for nighttime construction

• Ratchet (391) headgear with replaceable sweatband
and adjustable suspension fits up to 28 head sizes
(6-1/2”-8”)

• Variety pack includes 4 American Flag caps, 2
Screaming Eagle, 2 Jag and 2 Nightvision caps

• Meet ANSI Z89.1 standards
• Use with Jackson 337 cap adapter only. Not

recommended for use with welding helmets

SH 3
Type 1, Class E
Non-slotted design. Full brim dielectric cap with
impact absorbing design offers additional coverage
of ears and back of neck. A soft, foam forehead
cushion included and deep nape strap promotes a
firm comfortable fit.
• Ratchet or standard suspension
• Available in yellow, white, blue, orange, red
• Packed 8/carton

American Flag
Part No. 0740-5901

Screaming Eagle
Part No. 0740-5902

Jag
Part No. 0740-5903

Nightvision
Part No. 0740-5904

NEW!
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Cap Shields  For Bill Forward Wear

437 Capshield (Blade Mount) - 0742-0037
• All plastic, totally dielectric device for slotted

caps.
• Curved plastic channel fits over the bill of the

cap and includes pivoting blades which snap
easily into cap slots.

• Visors are secured with integral plastic lugs.

337 Capshield - 0742-0036 - (0742-9994 Bulk = 48/ctn.)
• Totally dielectric devise for non-slotted caps.
• Includes a curved plastic channel that fits

over the bill and secured with adjustable
rubber headband that stretches around the
exterior cap crown.

• Visors are secured with integral plastic lugs.

137 Capshield - 0742-0049
• Front mounted version of the 182B.
• Curved aluminum channel and coil spring

attachment.
• Not to be used with caps with slots.

37 Capshield - 0742-0035
• Curved aluminum channel and coil spring

attachment.
• Allows for attachment of any Jackson visor

to protective hat.

Cap Adapters
With Polyethylene Spark Deflector

382 B Cap Adapter - 0742-0025
• Easiest, least costly adapter.
• Mounts visors to slotted caps.
• Includes an integral spark deflector and

pivoting blades.

282 B Capmount Adapter - 0742-0024 - (0742-9991 Bulk = 40/ctn.)
• Mounts visor instantly on a wide variety of

caps with integral plastic lugs
• Uses clips pressed over the cap rim for firm

fit; removes with thumb pressure.
• Not to be used with caps with slots or caps

with rain troughs.
• Use with 386 cap adapter

182 B Capmount Adapter - 0742-0023
• Permits the attachment of any visor spark

deflector combination to any non-slotted cap.
• Not recommended for use with caps with

slots.

82 B Capmount Adapter - 0742-0022
• Quick detach brackets that join any visor and

spark defector with plastic pins to any cap
equipped with #87 mounting blades.

82 BM Capmount Adapter - 0742-0099
• Quick detach brackets that join any visor and

spark defector with metal pins to any cap
equipped with #87 mounting blades.

SB 6SH 3 SC 6/16SC 3

Safety Caps

Can be worn forward
or backward

Can be worn forward
or backward

Can be worn forward
 or backward

Bill backwards

Bill backwards

Safety Cap Attachments Chart

NEW!



Page 236

Jackson
Vendor Code: JAC

491 Snug-Fit
• Highly efficient suspension system, standard

headgear with woven nylon crown straps, sewn
in vinyl cushion across the forehead.

•  Adjusts to 13 head sizes (6-1/2” to 8”, by eighths)
and has 2 vertical adjustment options for crown
height.

• Headband designed to hold goggle straps.

391 Head Hugger-Ratchet
• Ratchet headgear provides over 30 adjustments

for comfortable fit without removing headgear.
• One piece nylon headband with woven nylon

crown headstraps, vinyl forehead cushion and two
crown height adjustments.

• Firm secure fit makes the 391 valuable in caps
carrying mounted accessories.

291 Triple Crown
• Allows cap to be worn backwards (bill back)

without having to reverse the system.
• Three crown heights, soft vinyl cushion.
• Removable, reversible nape strap.

Part No. 0741-0021 Part No. 0741-0002Part No. 0741-0003

199 Bump Cap Suspension
• Adjusts to 13 head sizes, plus 3 crown heights.

Goggles can be carried by the bump cap
suspension through the use of retainers on the
suspension headband.

• Dual point sizing provides uniform sizing and
weight is centered.

Part No. 0741-0020

Suspensions and Accessories

691 Adjust Nape Strap
The same adjustment mechanism used on the 391
suspension is offered as a separate nape strap that
snaps onto Jackson 291 Triple Crown Caps. The Adjust
Nape Strap pivots to match head shape and adjusts to a
firm fit while being worn.

Part No. 0741-0019

87 Mounting Blades, PR
Part No. 0741-0061
• To be used with 86 pins (plastic)
and 86M pins (metal)86 Quick Detach Pins

Part No. 0743-0007
86-M Quick Detach Pins
Part No. 0743-9998

341 Forehead Cushion
Part No. 0743-0018

94 Chin Strap
Secures protective caps and hats; a high-quality
elastic webbing with smooth, napped cotton inside.
Plastic fittings adjust and attach to headgear. Strap
may be wrapped above the brim, when not in use.

Part No. 0741-0012

Terry Cloth Sweatband
Part No. 0743-0020
• For 391 Suspension

NEW!
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Headgear

Applications and Safety

Read this section completely before selecting your
Jackson face shield. Face shields do not provide
unlimited face and eye protection

Face shields provide face and supplementary eye
protection against light impact such as small
particles or dust, splash from non-hazardous
liquids, glare (tinted shades only), and moderate
heat. They are effective against sparks and small
clippings, sand, metal machining chips, spot-
welding, non-injurious liquids, moderate heat
sources and similar applications.

Model 131-B (Snap Lok w/Toggles)
The Snap-Lok is injection-molded of lightweight plastic. It adjusts to clearly marked head sizes from 6-1/2”
to 8”. A soft, urethane-backed vinyl forehead cushion is folded around the headband. The friction pivots
supporting the spark deflector and visor are adjustable to hold the visor anywhere desired.
(131-B) Part No. 0742-0021
(131-B/Bulk) Part No. 0742-9803 = 40 ctn.

Model 170-SB  (Adjust-O-Lok w/Toggles)
Meets ANSI Z87.1
The Adjust-O-Lok headgear features versatility and comfort.  Its size can be changed while being worn, simply
by turning the rear adjustment knob. Its design also features a floating pivot system, in which the visor
attaches to tabs that extend from the headband, to alleviate pressure on temples. Headgear tension, which
controls up-and-down visor movement, is hand-adjustable at either side while the headgear is being worn. A
soft, urethane backed vinyl forehead cushion is folded around the headband for added comfort.
(170-SB) Part No. 0742-0020
(170-SB/Bulk) Part No. 0742-9802 = 40 ctn.

Part No. 0742-0020

Part No. 0742-0021

Face shields are not unbreakable. They will not
protect against severe impact hazards such as, but
not limited to, fragmenting grinding wheels or
abrasive discs, explosive devices, corrosive liquids,
molten metal, ultra-violet (arc) or infrared (arc and
high heat) radiation.  Machine guards, eye-
conforming splash protection, filter lenses or other
suitable means must be used for these hazards.
Impact-resistant or splash-resistant eye protection
must always be worn in addition to face shields.
Filter lenses must be worn where injurious ray
hazards exist.

Pitted or scratched visors reduce vision and
seriously reduce impact protection—they should
be immediately replaced.

Inspect frequently and immediately replace
worn or damaged parts. Clean only with mild soap
and lukewarm water. Do not use solvents.

For further information, see American National
Standards Institute Standard Z87.1 available from
the American National Standards Institute, 1430
Broadway, New York, NY 10018.

JACKSON RECOMMENDS .060 POLYCARBONATE
WINDOWS

Headgear
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Face Shield Windows

Polycarbonate

34-60-PC  Clear (Molded) U 15.5” x 8” .060 12 0754-0415

34-60-PC  Clear (Flat) U 15.5” x 8” .060 24 0754-0048

34-63  IR/UV 3.0 U 15.5” x 8” .060 12 0754-0034

34-65  IR/UV 5.0 U 15.5” x 8” .060 12 0754-0031

Propionate

812-60   Clear U 12” x 8” x .060 12 0754-0205

812-60   Clear (Bulk) U 12” x 8” x .060 50 0754-9990

812-63   Dark Green U 12” x 8” x .060 12 0754-0208

915-60   Clear U 15.5” x 9” x .060 12 0754-0215

915-60   Clear (Bulk) U 15.5” x 9” x .060 50 0754-9988

915-63   Dark Green U 15.5” x 9” x .060 12 0754-0218

Acetate

6040   Clear B 12” x 6” x .040 12 0754-0017

6042   Dark Green B 12” x 6” x .040 12 0754-0036

8040   Clear B 12” x 8” x .040 24 0754-0018

8040   Clear (Bulk) B 12” x 8” x .040 50 0754-9994

8040-U   Clear U 12” x 8” x .040 12 0754-0118

8041   Light Green B 12” x 8” x .040 12 0754-0037

8042   Dark Green B 12” x 8” x .040 12 0754-0038

8042   Dark Green (Bulk) B 12” x 8” x .040 50 0754-9993

34-40   Clear B 15.5” x 9” x .040 24 0754-0029

34-40   Clear (Bulk) B 15.5” x 9” x .040 50 0754-9996

34-40-U   Clear U 15.5” x 9” x .040 12 0754-0129

34-41   Light Green B 15.5” x 9” x .040 12 0754-0039

34-42   Dark Green B 15.5” x 9” x .040 24 0754-0040

34-42   Dark Green (Bulk) B 15.5” x 9” x .040 50 0754-9992

1940-U   Clear U 19.5” x 9” x .040 12 0754-0132

8060   Clear B 12” x 8” x .060 12 0754-0020

34-60   Clear B 15.5” x 9” x .060 12 0754-0030

APCP™

8040-AP   Clear B 12” x 8” x .040 50 0754-0049

34-40-AP   Clear B 15.5” x 9” x .040 50 0754-0047

8040-AP-U   Clear U 12” x 8” x .040 50 0754-9978

34-40-AP-U  Clear U 15.5” x 9” x .040 50 0754-9977

Black Mesh Steel Screen

40  - Large B 15.5” x  9” 12 0754-0033

1924 - Extra Large B 19.5” x 9” 12 0754-0133

Selector Chart

Face Shield Window Binding Dimensions Per Carton Item No.

U=Unbound
B=Aluminum Bound

• Available in Polycarbonate, Propionate, Acetate and APCP™.
• Larger sizes provide additional protection from top, bottom

and sides.
• Excellent with the Jackson 170-SB headgear.
• All Jackson faceshields meet or exceed ANSI Z87.1

standards for secondary eye protection. Primary eye
protection (safety spectacles) required with use of these
products in accordance with ANSI Z87.1.

FaceShields

Polycarbonate
• Optical-grade, .060” thick polycarbonate from extruded

sheets or injection molded resin provides superior secondary
impact protection and increased scratch resistance.

• Available molded or flat
• Clear, IR/UV 3.0, IR/UV 5.0
• 15.5” x 8”

Propionate
• Injection molded, .060” thick propionate offers outstanding

impact resistance and distortion-free optics.
• Clear, dark green
• 12” x 8” and 15.5” x 9”

Acetate
• High-grade cast sheet acetate available in .040” and .060”

thickness protects against dust, small particles, and chemical
splash.

• Available aluminum bound and unbound
• Clear, light green, dark green
• Various sizes from 12” x 6” to 19.5” x 9”

APCP™
• .040” thick copolyester based resin offers lightweight comfort

and economical protection.
• Low haze and high gloss optics
• Available aluminum bound and unbound
• Clear
• 12” x 8” and 15.5” x 9”

39 Fibre
• Mounts to faceshield headgear or adapter
• Lightweight
• Holds 2” x 4.5” filter plate
• Ideal for gas welding vs. a goggle

24-Mesh Black Steel Screen
• Not intended for impact protection
• Apply over a faceshield to dissipate heat, preventing visor

from warping in high heat applications.
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Safety Goggles

Read this section completely before selecting your
Jackson goggles. Goggles do not provide unlimited
face and eye protection.

Goggles provide eye protection from hazards, such
as light impact from small particles, dusts, sparks
and spatter, chemical splash (when so designated)
and injurious rays and glare (tinted lenses only).
They are effective for gas welding, spot welding,
liquids, dust particles, flame cutting, small particles
from chipping and grinding, and similar
applications.

Applications and Safety
Goggle lenses and bodies are not unbreakable.

They will not protect against severe impact hazards
such as, but not limited to, fragmenting grinding
wheels or abrasive discs, explosive devices, molten
metal or injurious rays from arc welding. Machine
guards, welding helmets (arc welding only), or other
engineering devices must be used where these
hazards exist.

Be sure the goggles you select are intended for
the job and work environment to be encountered.
Pitted or scratched lenses reduce vision and

seriously reduce impact protection—replace
immediately.

Inspect frequently and immediately replace worn
or damaged parts. Clean only with mild soap and
lukewarm water. Do not use solvents.

For further information, see American National
Standards Institute Standard Z87.1 available from
American National Standards Institute, 1430
Broadway, New York, NY 10018.

Chemical Splash Protection

CG2/CG2-AF
(clear) CG2  Part No. 0746-0037
(anti-fog) CG2-AF   Part No. 0746-0038
• Indirect ventilation
• Spherical lens, provides over 160°

  range of vision
• Clear frame color
• Clear or anti-fog lens

RXG1/RXG1-AF
(clear) RXG1  Part No. 0746-0043
(anti-fog) RXG1-AF  Part No.  0746-0044
• Indirect ventilation
• Fits over prescription eyewear
• Pliable, removable nosepiece
• Pantascopic design assists bifocal wearers
• Bronze frame color
• Clear or clear anti-fog lens

JP4
Part No. 0746-0088
• Hooded vents
• Clear frame color
• Clear lens
• St. Pkg: 24/carton

JP1
Part No. 0746-0085
• Perforated frame for ventilation
• Clear frame color
• Clear lens
• St. Pkg: 24/carton

Sightshield
Part No. 0746-0045
• Polycarbonate face
  shield and anti-fog
  goggle provide splash
  and impact protection
• Can be worn with safety cap
• PVC gaskets snugly connect
  goggle and shield
• Green goggle frame
• Clear anti-fog lens

Impact Protection

WS and JP Series
• Flexible frame goggles
• Available with fixed, lift or 50 mm round lens
JP-150  Part No. 0746-0125
WS-85 lift-front  Part No. 0746-0515
WS-80 fixed front  Part No. 0746-0505

Welding Goggles/ Flexible Frame

Part No. 0746-0515
WC Series
• Two-piece replaceable lens surrounded by

foam rubber, providing ultimate comfort.
• Adjustable side vents for increased air flow.
• Adjustable, wide band for comfort.
WC1  clear lens     Part No. 0746-0036
WC2  smoke lens   Part No. 0746-0035
WC5  IR/UV 5.0     Part No. 0746-0034
WC3  IR/UV3.0     Part No. 0746-0033

Part No. 0746-0034

JP-4
Part No. 0746-0043
• Hooded vents for dust

impact and splash protection
• Clear frame color
• Clear lens
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WR-70
Part No. 0746-0209
These 50 mm lens goggles feature contoured, rigid, twin eyepieces
joined by an adjustable metal bar. Side vents prevent fogging and
resist light penetration. Lens retaining rings unscrew for easy lens
replacement. Leatherette nose cushion pads. Accommodates safety
glasses. Shade #5 filter lenses. Cover lenses included.

Welding Goggles/Rigid Frame

Model WR-60  Part No. 0746-0223
With elastic headband.
Model WA-60  Part  No. 0746-0315
With Adjust-O-Lok headgear.

Model WR-600   Part No. 0746-0235
With elastic headband.
Model WA-600  Part No. 0746-0325.
With Adjust-O-Lok headgear.

(WR-600) Part No. 0746-0235

WR-600/WA-600
The Series 600 cup is molded of high density plastic.
A deeper cup positions the plate to more closely
match normal eye attitudes for close-up viewing.
Cover plate and shade #5 filter plate included.

WR-60/WA-60
The Unigoggle is molded of smooth, easy-to-clean
high-density plastic. It fits over large protective
spectacles and against the face to keep out light.
Also accommodates magnifying plate. Cover plate
and shade #5 filter plate included.

WR-40
Part No. 0746-0103
 The WR-40 has double-walled eyecups, with
openings in both walls and slots around the lenses
on the inside for better front-to-back air flow and
added comfort. Shade #5 lenses, elastic headband.
(Cannot be worn over protective spectacles).  

Safety Goggles

(WR-60) Part No. 0746-0223

Replacement Lenses
RXG1 0752-0056
RXG1-AF 0752-0057
CG2 0752-0058
CG2-AF 0752-0059

w/Elastic Headband

Flexible Frame Model Part No.
General Purpose Goggle
Perforated frame for dust, JP-1 0746-0085
impact and general non-splash use.
Clear Lens

Hooded vent frame, general JP-4 0746-0088
purpose and splash resistant.
Clear Lens

Flexible Frame
Chemical Splash
Pantascopic design, with RXG1 0746-0043
removable nosepiece, RXG1-AF 0746-0044
indirect ventilation
Clear Lens or Anti-Fog Lens

Spherical lens provides over CG2 0746-0037
160° range of vision, CG2-AF 0746-0038
indirect ventilation
Clear Lens or Anti-Fog Lens

Sightshield
Polycarbonate face shield, Sightshield 0746-0045
can be worn with safety cap

Goggle Selector Chart

Rigid-Frame  Welding Goggles
Fixed Front-Shallow Frame WR-60 0746-0223
Fixed Front-Deep Frame WR-600 0746-0235
Round Lens Front-50 mm WR-70 0746-0209
Cup Type-50 mm Round Lenses WR-40 0746-0103

Flexible-Frame  Welding Goggles
2 Lens Fixed Front IR/UV  Shade 3 WC-3 0746-0033
2 Lens Fixed Front IR/UV Shade 5 WC-5 0746-0034
2 Lens Fixed Front  Smoke WC-2 0746-0035
2 Lens Fixed Front Clear WC-1 0746-0036

Fixed Front WS-80 0746-0505
Lift Front WS-85 0746-0515
Round Lens Front-50 mm JP-150 0746-0125

Rigid-Frame Welding Goggles
With Adjust-O-Lok Headgear
Fixed Front-Shallow Frame WA-60 0746-0315
Fixed Front-Deep Frame WA-600 0746-0325

w/Elastic Headband

w/Headgear

Model Part No.
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Lenses and Plates

Applications and Safety

Read this section completely before selecting your Jackson filter plate or
lens, safety plate, cover plate or cover lens. Safety plates, filter plates or filter
lenses do not provide unlimited eye protection.

Filter lenses and filter plates, when selected in the proper shade number,
provide eye protection against injurious rays from welding and flame cutting
and against light impact such as sparks and spatter from welding.

Safety plates are clear in shade and provide eye protection against light
impact such as small particles from grinding or chipping slag, but do not
provide injurious ray protection.

Cover lenses and cover plates have minimal strength and provide
protection only against pitting and scratching of filter lenses and filter plates
or safety glasses. Cover lenses and cover plates do not in themselves
provide any significant impact protection.

Safety plates, filter plates and filter lenses are not unbreakable. They will
not protect against severe impact hazards such as, but not limited to,
fragmenting grinding wheels or abrasive discs, explosive devices, corrosive
liquids or molten metal.  Machine guards, eye conforming splash protection,
or other engineering devices must be used for these hazards.

Pitted or scratched filter lenses, filter plates or safety plates, reduce vision
and seriously reduce impact protection—replace immediately.

Inspect frequently and immediately replace worn or damaged plates or
lenses.

Clean only with mild soap and lukewarm water. Do not use solvents.
For further information see American National Standards Institute

Standard Z87.1 available from American National Standards Institute, 1430
Broadway, New York, NY 10018.

Jackson recommends .060 polycarbonate safety plates.

Jackson has a large selection of top-quality lenses (round) and plates (rectangular)
to fit protective goggles and welding helmets. Lenses and plates are of hardened
glass. To prevent surface damage to welding lenses or plates, cover lenses or
plates (in either glass or plastic) should be worn over them. Be sure to use the
correct filter shade for the job. Note: Lens shades may not be combined, i.e., you
cannot use two shade 5 lenses to get a shade 10.

Magnifying Plates
Welding magnifier plates, 2” x 4-1/4” inches, are used for better short-range
vision. Cast plastic, in four focal numbers (marked on plates) to meet individual
requirements.
Available in Focal Numbers 1.00, 1.25, 1.50, 1.75, 2.00, 2.25 and 2.50.

(The higher the Focal No., the greater the magnification power.)

Round Lenses
Meets ANSI Z87.1
Hardened filter lenses, 50 mm diameter, for use in twin lens goggles, come in
shades of green 4 through 6. They are the same lenses supplied as original
equipment in Jackson twin-lens goggles.

Rectangular Plates
Hardened filter plates, 2” x 4-1/4”, are for use in goggles and helmets.  They are
made in green filter shades 4 through 14. A clear polycarbonate safety plate, 2” x
4-1/4” inches, is offered for lift-front helmets and goggles, for protection when
chipping welds with the helmet front lifted. Large filter plates, 4-1/2” x 5-1/4” are
available for large lens welding helmets.

All hardened rectangular glass filter plates feature pencil edging. This produces an
extremely smooth, clean edge that also eliminates stress flaws. Clear cover plates
of glass or polycarbonate are used over filter plates to prevent pitting.

Clear cover lenses, 50 mm diameter of glass or cast plastic, are used over filter
lenses to prevent pitting.
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Lenses and Plates Selector Chart

50 mm Lenses - Hardened Glass
0752-0008 46-H Shade 4, pr. 50
0752-0009 46-H Shade 5, pr. 50
0752-0010 46-H Shade 6, pr. 50
50 mm Lenses - Clear, Cover
0752-0017 47 Glass, pr 50
0752-0019 47-P Plastic, pr. 100
2" x 4-1/4" Plates - Hardened Glass
0752-0034 53-H Shade 4 50
0752-0035 53-H Shade 5 50
0752-0036 53-H Shade 6 50
0752-0037 53-H Shade 7 50
0752-0038 53-H Shade 8 50
0752-0039 53-H Shade 9 50
0752-0040 53-H Shade 10 50
0752-0041 53-H Shade 11 50
0752-0042 53-H Shade 12 50
0752-0043 53-H Shade 13 50
0752-0044 53-H Shade 14 50
2" x 4-1/4" Plates - Gold n’ Gate Hardened Glass
0752-0419 453-H Shade 9 50
0752-0420 453-H Shade 10 50
0752-0421 453-H Shade 11 50
0752-0422 453-H Shade 12 50
2" x 4-1/4" Plates - Clear, Cover
0752-0049 54 Glass 50
2" x 4 1/4" Plates - Clear, Safety/Cover
0752-0151 54-PC Polycarbonate 50
2" x 4-1/4" Plates - Plastic Magnifying
0752-0063 98 Focal #1.00 6
0752-0064 98 Focal #1.25 6
0752-0065 98 Focal #1.50 6
0752-0066 98 Focal #1.75 6
0752-0067 98 Focal #2.00 6
0752-0068 98 Focal #2.25 6
0752-0069 98 Focal #2.50 6
4-1/2" x 5-1/4" Plates - Hardened Glass
0752-0081 95-H Shade 9 25
0752-0082 95-H Shade 10 25
0752-0083 95-H Shade 11 25
0752-0084 95-H Shade 12 25
0752-0085 95-H Shade 13 25
4-1/2" x 5-1/4" Plates - Polycarbonate (Standard in Radiarc Helmets)
0752-0282 95-PC Shade 10 25
0752-0283 95-PC Shade 11 25
0752-0284 95-PC Shade 12 25
4-1/2" x 5-1/4" Plates - Gold n’ Gate Hardened Glass
0752-0429 495-H Shade 9 25
0752-0430 495-H Shade 10 25
0752-0431 495-H Shade 11 25
0752-0432 495-H Shade 12 25
4-1/2" x 5-1/4" Plates - Clear, Safety/Cover
0752-0161 97-PC Polycarbonate 25
Snugside Goggle Lenses - Plastic
0752-0087 JP-PC Clear 24
0752-0047 LC Clear 24
0752-0048 GS Clear, Anti-fog 24

Part No. Model No. Description Per Carton
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NEW!

Application and Safety

Read this section before selecting your Jackson safety
spectacles. Safety spectacles do not provide
unlimited eye protection.

Safety spectacles with clear or tinted polycarbonate
lenses provide the highest impact resistance afforded
by safety spectacles. Use these spectacles for eye
protection against moderate impact hazards, such as
metal chips, small flying particles and sparks. Tinted
polycarbonate lenses provide radiation protection
against glare only.

Shaded polycarbonate lenses, if marked with shade
designation 2.0 and 3.0 provide radiation protection
against infrared and ultraviolet. Shaded polycarbonate
lenses, however, provide less impact protection than

clear or tinted lenses.
Glass lenses provide the least impact protection.

They should be used only for light impact hazards. Such
as small metal chips, wood chips, small particles and
sparks. Tinted or shaded marked 2.0 and 3.0 glass
lenses provide the same radiation protection as
comparable polycarbonate lenses. Safety spectacles
must be equipped with full side shields complying with
ANSI Z87.1 to provide protection against hazards from
the side, above or below the eye.

Safety spectacles do not provide unlimited protection
Safety spectacle lenses and frames are not unbreakable.

They will not protect against severe impact hazards
such as, but not limited to, fragmenting grinding

Safety Spectacles

Please refer to the Distributor Price Book for all spectacle individual part numbers.

Saber
1441 Series
Meets ANSI Z87.1
• Large 58 mm eye size
• 5-1/2" spatula temples
• Contoured frame with brow-bar
• Replaceable scratch resistant

hard coated polycarbonate lens
• St. Pkg: 10 pr/carton

Nomads
1439 Series
Meets ANSI Z87.1
• Frame design prevents scratched lens when

laid face down on surfaces
• 10 unique styles
• Lightweight construction
• Advanced UV protection
•  St. Pkg: 10 pr/carton

Metal Attitudes
1438 Series
• Cutting-edge style and lightweight metal

construction
• Available with smoke sideshield (clear with

clear lens and adjustable nose pads
• Gun Metal colored frame
• Lens options: clear, blue smoke, silver mirror,

blue mirror (non-replaceable)
• St. Pkg: 10 pr/carton

Deflectors
0746 Series
Meets ANSI Z87.1
• Large integral sideshields for side protection
• Patented ventilation ports
• Spatula temples adjust to five positions
• Replaceable 53 mm scratch-resistant,

polycarbonate lenses provide protection from
infrared and UV rays as well as resistance to
impact and spatter

• St. Pkg: 24 pr/carton

Attitudes
1438 Series
Meets ANSI Z87.1
• The best peripheral vision of any two-lens

spectacle on the market today. The 10-base wrap-
around frame requires no side shields. Universal
bridge. Excellent for indoor/outdoor use

• Black frame and metal frame
• Clear, Clear 4A*, Smoke, Silver Mirror

(non-replaceable)
* 4A-antifog, anti-scratch, anti-UV, anti-static

wheels, abrasive discs or explosive devices, nor against
molten metal, arc welding splatter or chemical splash.
Machine guards or other engineering devices must be
used for these hazards.

Pitted or scratched lenses reduce vision and
seriously reduce impact protection in glass lenses—
replace immediately. Inspect frequently and replace
worn or damaged parts. Clean only with mild soap and
lukewarm water. Do not use solvents.

For further information see American National
Standards Institute Standard Z87.1 available from
American National Standards Institute,
1430 Broadway, New York, NY, 10018.

JACKSON PRODUCTS RECOMMENDS
POLYCARBONATE PLASTIC LENSES

New Items from Jackson

CS-915™ CUDASpree

LBC7 RAPZ

VISIO™

NEW!
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HP-260  Part No. 0748-0026
• Lightweight muffs feature extra soft,

foam vinyl cushions for maximum
seal and comfort

• Deep cups provide a high protection
level without added headband pressure

• Folds for convenient carrying and
storage

• Low profile, adjustable headband
for secure fit

• NRR: 26

HFS-22  Part No. 0748-0027
• Ear muffs, mounting brackets and

cap adapter system provides
complete hearing head and face
protection when used with Jackson
safety cap, visor and safety
spectacles

• NRR: 22

HP-190W  Part No. 0748-0020
• Streamlined muff allows for use with

a welding helmet
• NRR:19

HP-22-MB  Part No. 0748-0022
• For use with universal slot safety caps
• Fully dielectric
• NRR: 22

HP-230  Part No. 0748-0021
• 1/2 oz. dielectric band with silicone

plugs which mold to ear for custom fit
• Low profile band can be worn behind

head or under chin to allow for use
hard hats

• NRR: 23

Hearing Protection
All Jackson hearing protectors meet or exceed ANSI S3.19 standards
• Expanded line to meet full range of needs and preferences
• Muffs dampen intermittent and constant high frequency noise while allowing lower-frequency
   sounds through
• Streamlined muff, cap attachment and hearing bands allow for easy use with safety
   spectacles, hard hats and welding helmets

All hearing protection product packaging provides attenuation data and NRR (Noise Reduction
Rating). The following definitions are used in the measurement of noise:
• Hertz - A unit of frequency equal to 1 cycle per second
• Mean Attenuation - The average data derived from all test subjects
• Standard Deviation - The differentia attenuation between the tested subjects or
  how well the protection “fits” the individual

HP-220  Part No. 0748-0023
• Lightweight dielectric muff with extra
  wide cups
• Slide adjustable headband can be
  worn over the head, under the chin
  or behind the head.
• NRR: 22 in the over-the-head
  position

Plug Pals   Part No. 0748-0025
Plug Pals w/Cords  Part No. 0748-0024
• All in one ear plugs and spectacle
• Fits all head sizes and frame types
• Reusable silicone plugs with trapped
  air inside for added comfort
• Replacement plugs available (4 pair
  per package)
• NRR: 25

Safety Spectacles/Hearing Protection

Spectacle Straps
Choose from comfortable
elastic or solid rubber.
Straps are easily attached to
temples to prevent slipping.
Both types can be adjusted to
varying degrees of tension.
Packaged 10 per carton.

Neck Cords
Never lose your eyewear. The new neck cords always
keep your glasses handy. End grips fit all glasses.
Sold 12 per box.

Color Model No. Part No.
Light Gray JNC-GY 1482-0010
Black JNC-BK 1482-0009

Solid rubber strap, Part No. 1482-0051
Elastic strap,  Part No. 1482-0052
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Electrode Holders

Applications and Safety

Read this section completely before selecting your
Jackson electrode holder. Electrical shock can kill.
Do not touch live electrical parts or electrodes with
bare skin or work with wet gloves or clothing.

Electrode holders should be used only for
electric arc welding and arc cutting. Cable
installation instructions must be followed for
correct electrical conductivity. Welding gloves must
be worn when operating electrode holders.

When selecting an electrode holder the following
safety items should be reviewed: maximum
amperage rating, duty cycle rating, maximum rod
size and minimum cable size.

Electrode holders must not be operated if
insulators or handles are damaged or missing.
Repair immediately. Never operate any electrode
holder at a higher amperage than its maximum
amperage rating.

Electrode holders, when not in use, must be so
placed that they cannot make electrical contact
with persons or conducting objects.

Inspect frequently and immediately replace
worn or damaged parts.

For further information on welding safety, see
American National Standards Institute Standard
Z49.1, available from American National Standards
Institute, 1430 Broadway New York, NY 10018.

Model GC-2
Part No: 0702-0001
Amperes: 200
Jaw capacity: 1-1/4”
Cable capacity: No. 4 through 1/0
Weight: 16 oz.

Ground Clamps
Double-Lok ground clamps have forged copper alloy conductors with large
contact areas, high clamping pressure and long-levered handles for easy jaw
opening. The cable jacket is held securely inside the conductor body with a
cable bar for improved holding ability and longer cable life. They have fully
insulated pivots and springs.

Part No. GC-2

Part No. GC-3

Part No. GC-5

Model GC-3
Part No: 0702-0002
Amperes: 300
Jaw capacity: 1-5/8”
Cable capacity: 1/0 and 2/0
Weight: 23 oz.

Model GC-5
Part No. 0702-0003
Amperes: 500
Jaw capacity: 2”
Cable capacity: 3/0 and 4/0
Weight: 34 oz.

Model J-4
Part No: 0700-0034
Amperes: 400
Electrode capacity: 1/4"
Cable capacity: No. 2 through 1/0
Duty Cycle Rating*: 60%
Weight: 16 oz.
Brass

Electrode Holders
Heavy duty copper and aluminum alloy models with large dome cable screw connectors for high conductivity and improved cable connections.

Model A-W
Part No: 0700-0019
Amperes: 300
Electrode capacity: 1/4"
Cable capacity: No. 3 through 2/0
Duty Cycle Rating *: 45 %
Weight: 14 oz.
Aluminum Alloy

Model A3-S
Part No: 0700-0016
Amperes: 500
Electrode capacity: 3/8"
Cable capacity: No. 2/0 through 4/0
Duty Cycle Rating*: 60%
Weight: 30 oz.
Copper Alloy

Streamlined design; ideal for tight places

Streamlined design; replaceable jaws;
lightweight

Popular medium duty

Model AW-C
Part No: 0700-0012
Amperes: 300
Electrode capacity: 1/4"
Cable Capacity: No. 4 through 2/0
Duty Cycle Rating*: 50%
Weight: 19 oz.
Copper Alloy

Model JH-1
Part No: 0700-0011
Amperes: 250
Electrode capacity: 3/16"
Cable capacity: No. 4 through 1/0
Duty Cycle Rating*: 50%
Weight: 12 oz.
Copper Alloy

Model JH-2
Part No: 0700-0022
Amperes: 200
Electrode capacity 5/32"
Cable Capacity: No.4 through 1/0
Duty Cycle Rating*: 45%
Weight: 10 oz.
Aluminum Alloy

*Duty cycle rating is the maximum percentage of actual arc-time (out of any 10-minute period) that a holder should be expected to perform comfortably.

Replaceable jaws; lightweight

Heavy Duty
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Uni-Trik Cable Connectors
Uni-Trik cable connectors are completely insulated, with no exposed metal, and
have large, dome-nose cable screws to ensure a virtually unbreakable, high
conductivity connection.
Uni-Trik connector halves are compatible with halves of certain other connectors.

Model UWB-BP Whip-Lead
For cables No. 4 through No. 1.
Part No. 0704-0208

Quik-Trik Cable Connectors
Quik-Trik connector halves have Morse-tapered sections that are drawn
together with a cam and locking bar, for maximum conductivity. Available
with flexible insulators, with tapered ends that cover cable jacket and lock
out moisture, oil and dirt; or with semi-rigid insulators.

Model QWNB-BP Whip-Lead
For cables No. 4 through 1/0.
Part No. 0704-0008

Complete 4 thru 1 UB-1-BP 0704-0200

Complete 1/0 thru 3/0 UB-3-BP 0704-0210

Female 1/0 thru 3/0 UBF-3-BP 0704-0211

Male 1/0 thru 3/0 UBM-3-BP 0704-0212

Complete 3/0 thru 4/0 UB-4-BP 0704-0213

Female 3/0 thru 4/0 UBF-4-BP 0704-0214

Whip-Lead Half 4 thru 1 UWB-BP 0704-0208

Description Cable Capacity  Model No. Part No.

Flexible Insulator/Complete 1/0 and 2/0 QNB-2-BP 0704-0001

Flexible Insulator/Male 1/0 and 2/0 QNBM-2BP 0704-0029

Flexible Insulator/Female 1/0 and 2/0 QNBF-2-BP 0704-0023

Flexible Insulator/Complete 3/0 and 4/0 QNB-4-BP 0704-0002

Flexible Insulator/Male 3/0 and 4/0 QNBM-4-BP 0704-0030

Flexible Insulator/Female 3/0 and 4/0 QNBF-4-BP 0704-0024

Semi-Rigid Insulator/Complete 1/0 and 2/0 QB-2-BP 0704-0004

Whip-Lead Half 4 thru 1/0 QWNB-BP 0704-0008

Cable
Description Capacity Model No. Part No.

Model QNB-2-BP, for cables No. 1/0 through No. 2/0. Part No. 0704-0001.

Model QNB-4-BP, for cables No. 3/0 through No. 4/0. Part No. 0704-0002.

Model QB-2-BP, for cables No. 1/0 through No. 2/0. Part No. 0704-0004.

Model UB-1-BP, for cables No. 4 through No. 1. Part No. 0704-0200.

Model UB-3-BP, for cables No. 1/0 through No. 3/0. Part No. 0704-0210.

Model UB-4-BP, for cables No. 3/0 through No. 4/0. Part No. 0704-0213.

Cable Connectors and Cable Clamps/Lugs

Lug-Boot Terminal
Covers
This is the easiest, least costly way
to protect against electrical shock
from exposed welding machine
terminal connections, and satisfy
specification requirements, too.
These soft vinyl covers slide up
over lug and cable, and are pulled back down over the
completed connection, to cover the bus bar, lug, stud and nut.

One size Lug-Boot cover fits all cable from size 6 thru 4/0, and straight or
angled style lugs. Sold in pairs. Part No. 0706-0029

Plug-In Insulated Cable Lugs
Plug-in cable lugs give you completely insulated welding machine terminal
connections, plus quick-connect convenience. The lug body, with its soft
vinyl cover, is secured to the terminal stud. Cable is attached by plugging
in a male cable connector half. For use with Uni-Trik or Quik-Trik
connectors 1/0 through 4/0 cable sizes.

Model ULB-45.
Uni-Trik angled lug, pair:
Part No. 0706-0030

Model QLB-45.
Quik-Trik angled lug, pair:
Part No. 0706-0034

Cable Clamp Kits
GC-2: Part No. 0703-0014
GC-3: Part No. 0703-0015
GC-5: Part No. 0703-0016

Model ITLB
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Electrode Holder Replacement Parts

Upper tong 514 0009 506 0013 503 0011 513 0007 502 0008

Lower tong 619 0018 606 0029 603 0026 618 0019 605 0023

Upper jaw 1703 0039 1703 0039

Lower jaw 1803 0040 1803 0040

Upper nose 103 0050 103 0050 103 0050 103 0050 102 0051

Lower nose 103 0050 103 0050 403 0057 403 0057 303 0067

Tong pin 3106 0034 3106 0034 3101 0032 3101 0032 3110 0037

Handle 1306 0071 1306 0071 1301 0068 1301 0068 1305 0069

Handle screw 2302 0073 2302 0073 2302 0073 2302 0073 2302 0073

Spring 1006 0044 1006 0044 1001 0043 1001 0043 1001 0043

Small spring cup 1101 0047 1101 0047 1101 0047

Large spring cup 1201 0049 1201 0049 1201 0049

Cable kit 1617 0074 1616 0075 1616 0075 1616 0075 1614 0070

Lever 2006 0063 206 0063

Insulator, lever 203 0053 203 0053 201 0054

Insulator strip 904 0061 904 0061 903 0062

Yoke 3203 0036

Head Assembly 0035

Model Item Model Item Model Item Model Item Item Model Item
Description No. 0701- No. 0701- No. 0701- No. 0701- 0700- No. 0701-

JH-1 JH-2 AW AW-C J-4 A3-S

Electrode Holder Replacement Parts


